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tv or password guessing att acks in a 
US Pab 549'i 752 - Fllad Sep 2, 1994 ■ Digital Pauaane^ Ca::Doauaa:. Patent Law Group 
Alternatively, 5 the message may comprise data to be used in encrypting and ... 
operations: the password is modified by the selected hashing equation, ... 



Ad )ma nor y c z y< e n 

If password protection is provided for each monitor, a monitor password window 
... The created schema can be based on a selected read only schema (high, ... 



Data collection and maintenance database method and apparatus 
US ° r 09 *- . . "9 2003 ■■ 3owe Bell -i- Howell Postage Systems Company 
The selected data can be presented to the user 70 in a standard report format or 
a user ... print, save the retrieved selected data or generated report. ... 

Data encryption control apparatus and method 

US Pat. 6023506 - Filed Oct 28 : 1996 • Hitachi, Ltd. 

When the encryption folder 1040 is to be generated, the arbitrary numerical ... 
By thus storing the password 1 070 in the encryption folder 1 040 beforehand ... 

Automated task managemen t and evaluation 

US Pat. 6810383 - Filed Apr 6, 2000 - Xactware, Inc. 

Password protection may be used to keep sensitive information confidential. ... 
A consumer satisfaction factor is calculated based on this data. ... 



Multim edia telecommunication automatic call distribution system 
US Pat. 6046762 - Filed Apr 1, 1997 • CosmoCom, inc. 
An agent or group of agents is selected based on caller identification and area 
of interest. If an agent is available to answer the call, the caller's data ... 



Automated message s\ g party 

3 4 The database of the calling party contains data such as A password may ... j 
ends the automated message process without connecting to land based f A *? ... 

Predictive maintenance system 

U 3 Pa? . 59 

1112 range selected, the faster the clock is running and the faster the data 
... data as it is collected and conclusions are presented to the user based on 



Nonvolatile memory control circuit 

US Pal 5681002 - F-Ued Fab 2, 1308 ivMsiaasa Denk! Kabushiki Kaisha 
The storage area for the password data is disposed on the address .... means) 
for providing the data of the command latch 22 to a selected one of the two ... 

Electronic mail remote data transfer system 

US Pai. 5333152 - Filed Jul 22, 1991 

The apparatus of claim 2, wherein said means responsive to a password signal ... 
upon receipt of a selected password comprising a first data sequence; ... 
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